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chapter, or that generates and accumu-
lates a wastewater treatment sludge 
that is a hazardous waste as defined in 
§ 261.3 of this chapter, or treats or 
stores a wastewater treatment sludge 
which is a hazardous waste as defined 
in § 261.3 of this Chapter; and 

(3) Meets the definition of tank or 
tank system in § 260.10 of this chapter. 

Water (bulk shipment) means the bulk 
transportation of hazardous waste 
which is loaded or carried on board a 
vessel without containers or labels. 

Well means any shaft or pit dug or 
bored into the earth, generally of a cy-
lindrical form, and often walled with 
bricks or tubing to prevent the earth 
from caving in. 

Well injection: (See ‘‘underground in-
jection’’.) 

Zone of engineering control means an 
area under the control of the owner/op-
erator that, upon detection of a haz-
ardous waste release, can be readily 
cleaned up prior to the release of haz-
ardous waste or hazardous constituents 
to ground water or surface water. 

[45 FR 33073, May 19, 1980] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 260.10, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and on GPO Access. 

§ 260.11 References. 
(a) When used in parts 260 through 270 

of this chapter, the following publica-
tions are incorporated by reference: 

(1) ‘‘ASTM Standard Test Methods for 
Flash Point of Liquids by Setaflash Closed 
Tester,’’ ASTM Standard D–3278–78, available 
from American Society for Testing and Ma-
terials, 1916 Race Street, Philadelphia, PA 
19103. 

(2) ‘‘ASTM Standard Test Methods for 
Flash Point by Pensky-Martens Closed Test-
er,’’ ASTM Standard D–93–79 or D–93–80. D–93– 
80 is available from American Society for 
Testing and Materials, 1916 Race Street, 
Philadelphia, PA 19103. 

(3) ‘‘ASTM Standard Method for Analysis of 
Reformed Gas by Gas Chromatography,’’ 
ASTM Standard D–1946–82, available from 
American Society for Testing and Materials, 
1916 Race Street, Philadelphia, PA 19103. 

(4) ‘‘ASTM Standard Test Method for Heat 
of Combustion of Hydrocarbon Fuels by 
Bomb Calorimeter (High-Precision Method),’’ 
ASTM Standard D 2382–83, available from 
American Society for Testing and Materials, 
1916 Race Street, Philadelphia, PA 19103. 

(5) ‘‘ASTM Standard Practices for General 
Techniques of Ultraviolet-Visible Quan-
titative Analysis,’’ ASTM Standard E 169–87 
available from American Society for Testing 
and Materials, 1916 Race Street, Philadel-
phia, PA 19103. 

(6) ‘‘ASTM Standard Practices for General 
Techniques of Infrared Quantitative Anal-
ysis,’’ ASTM Standard E 168–88, available 
from American Society for Testing and Ma-
terials, 1916 Race Street, Philadelphia, PA 
19103. 

(7) ‘‘ASTM Standard Practice for Packed 
Column Gas Chromatography,’’ ASTM Stand-
ard E 260–85, available from American Soci-
ety for Testing and Materials, 1916 Race 
Street, Philadelphia, PA 19103. 

(8) ‘‘ASTM Standard Test Method for Aro-
matics in Light Naphthas and Aviation Gas-
olines by Gas Chromatography,’’ ASTM 
Standard D 2267–88, available from American 
Society for Testing and Materials, 1916 Race 
Street, Philadelphia, PA 19103. 

(9) ‘‘APTI Course 415: Control of Gaseous 
Emissions,’’ EPA Publication EPA–450/2–81– 
005, December 1981, available from National 
Technical Information Service, 5285 Port 
Royal Road, Springfield, VA 22161. 

(10) ‘‘Flammable and Combustible Liquids 
Code’’ (1977 or 1981), available from the Na-
tional Fire Protection Association, 470 At-
lantic Avenue, Boston, MA 02210. 

(11) ‘‘Test Methods for Evaluating Solid 
Waste, Physical/Chemical Methods,’’ EPA 
Publication SW–846 [Third Edition (Novem-
ber 1986), as amended by Updates I (dated 
July 1992), II (dated September 1994), IIA 
(dated August 1993), IIB (dated January 1995), 
III (dated December 1996) and IIIA (dated 
April 1998)]. The Third Edition of SW–846 and 
Updates I, II, IIA, IIB, and III (document 
number 955–001–00000–1) are available from 
the Superintendent of Documents, U.S. Gov-
ernment Printing Office, Washington, DC 
20402, (202) 512–1800. Update IIIA is available 
through EPA’s Methods Information Com-
munication Exchange (MICE) Service. MICE 
can be contacted by phone at (703) 821–4690. 
Update IIIA can also be obtained by con-
tacting the U.S. Environmental Protection 
Agency, Office of Solid Waste (5307W), OSW 
Methods Team, 1200 Pennsylvania Ave., NW., 
Washington, DC 20460. Copies of the Third 
Edition and all of its updates are also avail-
able from the National Technical Informa-
tion Service (NTIS), 5285 Port Royal Road, 
Springfield, VA 22161, (703) 605–6000 or (800) 
553–6847. Copies may be inspected at the Li-
brary, U.S. Environmental Protection Agen-
cy, 401 M St., SW., Washington, DC 20460; or 
at the National Archives and Records Ad-
ministration (NARA). For information on 
the availability of this material at NARA, 
call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 
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(12) ‘‘Screening Procedures for Estimating 
the Air Quality Impact of Stationary 
Sources, Revised’’, October 1992, EPA Publi-
cation No. EPA–450/R–92–019, Environmental 
Protection Agency, Research Triangle Park, 
NC. 

(13) ‘‘ASTM Standard Test Methods for Pre-
paring Refuse-Derived Fuel (RDF) Samples 
for Analyses of Metals,’’ ASTM Standard 
E926–88, Test Method C—Bomb, Acid Diges-
tion Method, available from American Soci-
ety for Testing Materials, 1916 Race Street, 
Philadelphia, PA 19103. 

(14) ‘‘API Publication 2517, Third Edition’’, 
February 1989, ‘‘Evaporative Loss from Exter-
nal Floating-Roof Tanks,’’ available from the 
American Petroleum Institute, 1220 L Street, 
Northwest, Washington, DC 20005. 

(15) ‘‘ASTM Standard Test Method for 
Vapor Pressure—Temperature Relationship 
and Initial Decomposition Temperature of 
Liquids by Isoteniscope,’’ ASTM Standard D 
2879–92, available from American Society for 
Testing and Materials (ASTM), 1916 Race 
Street, Philadelphia, PA 19103. 

(16) Method 1664, Revision A, n-Hexane Ex-
tractable Material (HEM; Oil and Grease) 
and Silica Gel Treated n-Hexane Extractable 
Material (SGT–HEM; Non-polar Material) by 
Extraction and Gravimetry. Available at 
NTIS, PB99–121949, U.S. Department of Com-
merce, 5285 Port Royal, Springfield, Virginia 
22161. 

(b) The references listed in paragraph 
(a) of this section are also available for 
inspection at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call 202–741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. These 
incorporations by reference were ap-
proved by the Director of the Federal 
Register. These materials are incor-
porated as they exist on the date of ap-
proval and a notice of any change in 
these materials will be published in the 
FEDERAL REGISTER. 

[46 FR 35247, July 7, 1981, as amended at 50 
FR 18374, Apr. 30, 1985; 52 FR 8073, Mar. 16, 
1987; 52 FR 41295, Oct. 27, 1987; 54 FR 40266, 
Sept. 29, 1989; 55 FR 8949, Mar. 9, 1990; 55 FR 
25493, June 21, 1990; 56 FR 7206, Feb. 21, 1991; 
58 FR 38883, July 20, 1993; 58 FR 46049, Aug. 
31, 1993; 59 FR 468, Jan. 4, 1994; 59 FR 28484, 
June 2, 1994; 59 FR 62926, Dec. 6, 1994; 60 FR 
17004, Apr. 4, 1995; 62 FR 32462, June 13, 1997; 
64 FR 26327, May 11, 1999; 66 FR 34376, June 
28, 2001; 69 FR 19903, Apr. 9, 2004] 

Subpart C—Rulemaking Petitions 
§ 260.20 General. 

(a) Any person may petition the Ad-
ministrator to modify or revoke any 
provision in parts 260 through 266, 268 
and 273 of this chapter. This section 
sets forth general requirements which 
apply to all such petitions. Section 
260.21 sets forth additional require-
ments for petitions to add a testing or 
analytical method to part 261, 264 or 265 
of this chapter. Section 260.22 sets 
forth additional requirements for peti-
tions to exclude a waste or waste-de-
rived material at a particular facility 
from § 261.3 of this chapter or the lists 
of hazardous wastes in subpart D of 
part 261 of this chapter. Section 260.23 
sets forth additional requirements for 
petitions to amend part 273 of this 
chapter to include additional haz-
ardous wastes or categories of haz-
ardous waste as universal waste. 

(b) Each petition must be submitted 
to the Administrator by certified mail 
and must include: 

(1) The petitioner’s name and ad-
dress; 

(2) A statement of the petitioner’s in-
terest in the proposed action; 

(3) A description of the proposed ac-
tion, including (where appropriate) 
suggested regulatory language; and 

(4) A statement of the need and jus-
tification for the proposed action, in-
cluding any supporting tests, studies, 
or other information. 

(c) The Administrator will make a 
tentative decision to grant or deny a 
petition and will publish notice of such 
tentative decision, either in the form 
of an advanced notice of proposed rule-
making, a proposed rule, or a tentative 
determination to deny the petition, in 
the FEDERAL REGISTER for written pub-
lic comment. 

(d) Upon the written request of any 
interested person, the Administrator 
may, at his discretion, hold an infor-
mal public hearing to consider oral 
comments on the tentative decision. A 
person requesting a hearing must state 
the issues to be raised and explain why 
written comments would not suffice to 
communicate the person’s views. The 
Administrator may in any case decide 
on his own motion to hold an informal 
public hearing. 
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